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FOREWORD

This report was prepared by the Metals Research Laboratory, Division of Applied
Mathematics, Brown University, Providence, Rhode Island under USAF Contract No. AF 33
(616)-6945¢ This contract was initiated under Project Noe' 7360 "Research to Inves-
tigate the Use of Ultrasonic Methods in the Study of Deformation and Fatigue in Mate-
rials," Task No. 736002 *Nondestructive Testing.® The work was administersd under the
direction of the Directorate of Materials and Processes, Deputy for Technology, Aero-
nautical Systems Division, with Mr. R. R. Rowand acting as the project engineer.

This report covers work conducted from December 1960 to December 1961,

We are indebted to Mr. Richard Rowand for direct assistance and for appreciation
of the difficulties associated with this work as well as the results,
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ABSTRACT

The use of ultrasonic methods for studying defect formation and its
consequences in connection with stress cycling and deformation in alumimm
and sodium chloride single erystals is the subject of this report.

The observed ultresonic changes appeared clossly sssocisted with
changes in dislocation behavior. To establish this deformation experiments
were used in such a way that results could be related to the behavior of
the slip systems snd to their orientation, Aluminum single eorystals were
used for these experiments., Simultansous meesurements of sttenunation and
velocity changes were made continwously during tensile deformation. In the
very early stages of deformation, for all orientations, sn increase in
attenuation is observed before microscopic yield. Easy glide is obserwved
by the attenuation end weloeity changes,

Measurements in tension have been made for the purpose of compsring
the dislocation damping and pinning effects in sn ionic orystal with those
in a metal.

Important equipment improvements have been made for automatic recording
of attenuation and velocity measurements.

This report has been reviewed and is approved.

WX, Ve

W. J. TRAPP

Chief, Strength & Dynamics Branch
Metals and Ceramics Laboratory
Directorete of Materials and Processes
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INTRODUCTION

Tha pupose of this investigation is that of understanding the physical changes
which are detected and continuously measured in aluminum and sodium chloride during de-
formation and stress cycling. The changes in the material are detected and followed by
means of the measurement of ultrasonic attenuation and velocity. These measurements
are made by pulse echo methods in the very low megacycle range of frequencies. A
discussion of the earlier work of this type is given in several articles (1)(2)(3)(4)
particularly in articles (3) and (4) which are concerned with attenuation and yelocity
effects observed in the very early stages of stress cycling between one and 1 cycles.
An explanation of the observed effects was also provided in these reports,

The present. report is concerned with the following topics:

I, Discussion of Measurements and Results Related to the Ultrasonic Attenuation
and Velocity Data on Aluminum Single Crystals as a Function of Defarmation
and Orientation.

II. Discussion and Results Related to the Ultrasonic Attenuation and Velocity
Data on Sodium Chloride Single Crystals as a Function of Deformation and
Criontation,

II1, Stress Cycling
IV. Description of Automatic Recording Velocity Measurement System,

Manuscript released by authors February 1962 for publication as an ASD Technical
Doouméntary Report.



I. Discussion of Measurements and Results Related to the Ultrasonic Attermation
and Velooity Data on Alumimm Single Crystals as a Function of Deformation and
Orientation,

The: following account of ultrasonic attenuation and velocity measurements
carried out during tensile deformation of high purity single crystal aluminum samples
shows, among other things, the close connection between dislocation damping and the
easy glide mechanism. Stress-strain measurements made concurrently with attenuation-
strain and velocity-strain measurements show from their orientation dependence how the
operation of four, six, and eight glide systems affects the dislocation damping hence
the attemuation and velocitv.

The work described shows how ultrasonic measurements of this type may be used
to study the details of slip mechanisms,

Experimental Procedure

The material used throughout this experiment was alumimm 99.995'% pure. Single
crystals of 3/8" square in cross section and about 12® long were grown in this labora-
tory using a graphite boat and pre-oriented seeds. These were so oriented that the
1l axis of the cry coincided with the following crystallographic directions

, <120) , and *(0.5 *. Here, *{0.5) ® orientation means that one of
the twelve possi ide systems of the face centered cubic crystal is inclined 45
degrees to the rod axis, so that when the specimen is stressed along that axis, the
maximum resolving shear factor of 0.5 is obtained.

Single crystals thus obtained were cut slightly longer than 5 inches in length
and glued into a steel holder 5 inches long and with a groove 3/8 inch square along its
axis. Since the end surfaces of the holder are made parallel to each other and per-
pendicular to its axis, the end surfaces of the single crystal can be finished par-
allel and perpendicular to this axis when the excess length of the crystal was removed.

After polishing the end surfaces, the specimens were annealed at 550°c for
three hours. Then the imen was glued into specially designed grips of the testing
machine, using kalitos?:cradeurk of CIBA), without tighteninhg or squeezing so that
deformation prior to the test is avoided. The grips and aligmment of the specimen
are shown Schematically in Figure 1.

The specimens were deformed in tension at room temperature using an Instron
table medel testing machine. The speed of the crosshead movement was 0,002®/min,
throughout the experiments.The load was measured by a load cell and recorded as a
function of time. The elongation of the specimen was measured by three dial indicators
reading to 0.0001" per division. These indicators were arranged in a way shown schem-
atically in Figure 2. These indicators are this way in order to detect and compensate
bending deformation and in order to obtain total length change of the specimen in-
stead of elongation between grips, because the velocity change due to deformation



was measured by the change in delay time required for ultrasonic waves to make one
round trip of the total specimen length.

Changes of attenuation and velocity were determined by the pulse echo tech-
niquee The diameter of the transducers used was 0.35 inchess The transducers were
mounted on one end of the specimen using Nonaq (Fisher Scientific Co,) as the bond-
ing agerte Simoe the-<chenge of the attenuation due to deformation was unusually large,
the ordinary method of measuring attemuation, i.e. matching an exponential decay
curve to the echoes, could not be used. Instead, the change of amplitude of the first
echo was traced and recorded automatically throughout the deformation process. The
velocity change was determined from the measurements of the delay time change of the
first echo, together with the measurement of the elongation mentioned above

Instrumentation for these measurements was set up as shown in block diagram
form in Figure 3. Attenuat o? changes were plotted out over a 40 db range by using the
attenuation readout adaptor(¥) (AARA-I) in a slightly modified configurations This
unit was initially designed to sense the relative change in amplitude of any two ultra-
sonic echoes, Since the second and all succeeding echoes disappear with incressing
strain in this particular type of experiment, it became necessary to introduce an
artificial constant amplitude echo and to measure change in attenuation of the first
echo with respect to this, The delay trigger output from the M¢ XVIII attemuation
neasurement unit was used as the artificial echo. The AGC system was disabled in
this configuration. To obtain greater than 20 db dynamic range a stepped attenuation
was inserted in the receiving system at the input to the I.F. stripe At the beginning
of an experiment the attenuation in a typical sample was low enough to allow the inser-
tion of 40 db loss in the receiving system, The AARA.I was used on the 10 db scale,
When the attenuation in the sample had increased 10 db in the first round trip, 10 db
was removed from the path, This could be done 4 times plus the 10 db range of the re-
corder therefore a total change of 50 db could be plotted. Changes in round trip time
in the sax?ls were obtained from the Velocity Readout Adaptor (VERA-I) as indicated in
reference (4), The first echo was necessarily used for this purpose since all later
echoes subsequently disappear during an experiment, The amplitude of this first echo
is maintained at a constant amplitude by manually adjusting the continuously variable
60 mc/sec attenuator. It is necessary to do this since the velocity Readout Adaptor
is sensitive to input amplitude.

Experimental Results
a) (O.S) orientation

Figure 4 shows the relationship between stress, attenustion change and frac-
tional change of velocity against the strain, for 10 MC shear waves, The polaritation
of the transducer was so oriented that the particle displacement of the vibration was
perpendicular to the projection of the primary glide direction into the end surface,
as shomn in Figure 4. That is, the particle displacement of the vibration does not
have any component in the primary glide direction.



After the initial rise (stage A) the stress-strain curve clearly indicates
the existence of easy glide for approximately 0.2 § tensile strain stage B, followed
by stage C*. The corresponding attenuation change (the difference between the atten-
uation for any particular strain and the initial atternuation at zero strain) is very
similar in shape to the stress-strain curve; that is, after an initial rise, the atten.
uation stays almost unchanged during the easy glide region and then starts to rise and
keeps increasing steadily in stage C.

The corresponding velocity change is defined by

where V is the initial velocity before the deformation and V({€) is the velocity for a
particular strain**, As shown in Figure 4, the velocity increased slightly at the be-
ginning, remained practically unchanged during easy glide and then decreased rapidly
in stage C.

The behavior of longitudinal waves is different. As shown in Figure 5, the
attenuation increases quite rapidly with increasing strain, from the beginning of the
deformation, and does not exhibit any special characteristic associated with easy
glide. The corresponding velocity change is also different from the shear wave case;
after a slight increase in the beginning, it tends to decrease immediately, again
without any observed relation to the easy glide.

b) Symmetrical orientations.

The experimental results obtained with 13 MC longitudinal waves for €100) ,
( 111) , and 110) orientations are shown in Figure Figure 7, and Figure 8 re-
spectively. The results on 10 Mc shesr waves for?loo and (110) orientations
are shown in Figure 9 and Figure 10 re tively. No measurements could be made with
shear waves propagat‘ng along the £ 111) direction, because of a complicated decay
pattern.

*C is used to designate the portion of the stress-strain curve that follows easy
glide, without reference to a specific strain hardening mechanisa.

**This “% should be distinguished from the theoretical fractional velocity
change derived from the expression (2) given in the discussion section, because

the theorstical velocity change is the difference between the purely elastic velocity
at infinite frequency and the measured velocity at any given strain or frequency.



For all these cases, the attemuation increases rapidly from the start of the
deformation, and the velocity change shows a definite maximum at around 0,02 ~~ 0.1 %
strain, The location and the size of the maximum vary for different orientations.

Discussion of the results

The sxperimental results reported above definitely suggest that the measured
changes of attenuation and velocity are associated with dislocation motion, It is
therefore of interest to try to interpret the present rssults in terms of the dis-
location damping treatment given by Granato and Lucke(5 o These authors show that the
damping of a specimen containing dislocations is described by the logarithmic decrement

& .given by
wd

WF )]

Since the motion of the dislocation lines produces a strain in addition to the elastic
strain, the apparent modulus C is lower than the true modulus G by an amount AG ,

given by
AG _ -Q.AQA'VIL - (a)oz—w")

Ge 7o [N ud

In the above expressions, the symbols have the following meaningse Total length of
movable dislocation line per unit volume .A ». lattice parameter @ , circular fre-
quency () , Poissop's ratio ¥ . Agw #(7-V) /o d‘-B/A, the dislocation mass per
unit length A:#j s damping constant B, density » Burgers vector b, -ﬁ

» C= 266 -
orientation factor. .

»)
Since the attenuation o( measured in db/}(sec is related to the logarithmic decre-
ment A by

A = ﬂA.A."I" [-(;: (1)

(2)

. w.-%e, effective length of dislocation loop Lg‘,

= §65x/0"Y2) A

equation (1) can be rewritten as follows:

X = 2T (s 7y A



The values of A, B and C will be considered constant for the material, and

the frequencies of the experiments are fixed at 10 MC or 13 MC, thus the attenuation
increases with increasing N , /) and L. + For a sufficiently small amount of deform-
ation it can be assumed that () and/\ remain unchanged, and most of the changes in
attenuation and velocity are due to the increase of loop le L. « For such a case,
the attenuation and velocity change are plotted against in Figure 11. Here,
the attanuation and fracgional veloclity change are no zed to thejr maximum values,
and the value ($,)2 = 10°, is ueed, Since the resonant frequency We is related to

the loop length L, by We = ,,‘/Le
°

the increase of L, corresponds to the decrease of %in Figure 11, From this figure,
the experimental results on the increase in attenuation as well as in velocity can be

explained if the value of before the deformation is in the range between one {where
the maximum s place in the of = urve) and ‘& 30 (where the minimum takes
place in the (" M curve), ermore, from the previous condition it is

possible to estimate the upper and lower limits of the loop length-for which an increase
in both attenuation and velocity can be observed. Figure 12 shows the limits of loop
length against the frequency for two different walues of B, For the frequency of 13 MC
used in se iments the limits of the loop length given by this estimation become
3.2 X 107" cn 2 X 10-3cm, which is reasonable for the purity of the aluminum single
crystals used in this experiment.

Thus the increase of the attenuation as well as the velocity in the early stages
of deformation can be etplain?d Furthermore, this consideration provides the explanation
for the previcus experiments 55 where no velocity increase was observed. In those ex-
periments, less pure aluminum polycrystals were used as specimens and the ultrasonic
frequency was 5 MC. Under these conditions, the loop length would be smaller than the
lower limit derived above, and a velocity increase effect could not be observed.

The expansion of loop length is limited, for as soon as sufficient dislocation
multiplication takes place, the dislocations in different glide systems intersect each
other and cause a shortening of the loop length. Therefore, there is a maximum in the A%
deformation curveg. As can be seen from the expressions (2 g:d (3), is more sensitive
to the change of r loop length, in the range of u))" < /“,) » than the attenua-
tion of 1is. Therefore, the attenuation continues increase because of the increase
of dislocation density even though the velocity decreases,

The location and the size of the maximm in the %-— deformation curve should
depend on how soon,in the deformation process, sufficient intersections take place, It
is natural to assume that among the three symmetrical orientations, sufficient inter-
section takes place earliest in the (100) orientation, next in the €111) orienta-
tjon, and then in the { 110> orientation, because the {100) , the {111) and the

110) orientation have 8, 6 and 4 equally favored glide systems respectively*.

* For thess orientations the resolved stress is zero on the remaining of the twelve
possible slip systems.



As shown in Figure 13 where the fractional velocity changes M are plotted against
the resolved shear strain, the location and size of the maxima are exactly in the order
predicted from the orystallographic orientation considerations mentioned above,

As the deformation increases, the assumption that ) andZ\ remain constant
becomes less and less valid. As soon as the dislocation multiplication becomes appre-
clable the distribution of dislocations on each glide system changes, Therefore the
orientation factor*() , which depends on the crystallographic orientation of the spec-
imens and the modes of the ultrasonic waves used, is also a function of deformation.
However, the .change of.{). as a function of plastic strain cannot be computed without
further assumptions about the details of dislocation multiplication.

Figure 14 and Figure 15 show the comparison of the attenuation change for the
symetrical orientations obtained at 13 MC longitudinal waves and 10 MC shear waves
respectively. The difference in attenuation change with strain for the three symmet-
rical orientations can also be explained qualitatively on the basis of differences in
the change loop length., As mentioned above, sufficient dislocation multiplication
oauses a shortening of the loop length, and, for larger deformations, the value ( )2
approaches the value ( )e As can be seen from the expression (3), the attenuatlon
becomes more sensitive to the change of loop length in the range of (W(y T ¥Hw) .
Moreover, the loop length, at a given stage of deformation, is expected to be largest
in the €110) orientation and smallest in the {100) , with intermediate valuss in
the {111) orientation, thus the difference in attenuation change is also expected
to be in that order. This is indeed found to be the case as shown in Figure 15 and

Figure 16,

In the case of < 0. 5) orientation, the marked difference in the attemation
change between shear waves polarized perpendicularly to the primary slip direction,
and longitudinal waves, can be understood in the following way: tho( 0.5) orientation
is such that only one of the 12 possible {111} {110) glide systems has the maximum
resolved shear factor of 0.5 and the rest of the glide systems have smaller resolved
shear factors. For such an prientation the onset of macroscopic flow is usually attri-
buted to rapid dislocation multiplication which is confined essentially to the primary
slip system. This corresponds to the easy glide region (stage B) in the stressestrain
curve. The termination of easy glide is thought to coincide with the stress values
for which substantial dislocation multiplication begins to occur in at least one add-
itional slip system, on which dislocations have to travel through the forest of dis-
locations already developed in stage B, This correspords to stage C, Since the shear
wave 1s so polarized that the particle displacement of the vibration has components
along all the glide systems except the primary one, the shear wave does not "see® the
glide motion of dislocations in the primary glide system., Therefore, in the easy
glide region, attenuation of the shear wave does not increase. However, in stage C,

* Originally derived on the assumption of an isotropic distribution of
dislocations,



the ehear wvave begins to detect the effect of additional dislocetion sultiplication
in secondsry slip systems, in all of which there is a component of vibrationgl dis-
placement, This is reflected in a rapid increase in the obstrved attenuation.

s, however, have components along all the glide systems including
the primary one., This explains the experimental fact that the attenuation increases
quite rapidly as a function of strain, fram the beginning of the deformation, with-
out any relation to the easy glide.

As far as the authors are aware, this is the first experimental ssparation
of the effects of primary and secondary glide systems during plastic deform-
ation of face centered cubic single crystals.

Concluaions

It is shown that the changes of ultrasonic attenuation and velocity in single
orystals of aluminum due to plastic deformation, are very sensitive to the orientation
of the crystals. For symmetrical orientations, the change of attenuation decreases

th the ing mumber of equally favored slip systems; i.e, in the order (110
?J.'ﬂ) ’ éim) having 4,6 and 8 equally favored slip systems respectively,

In the case of( 0. 5) orientation, the change of shear attenuation clearly
shows the easy glide phenomenon when the polarization direction is appropriately
oriented, while the longitudinal wave attenuation increases, without showing any char-
acteristic connected with easy glide,

The velocity increases slightly in the beginning of deformation and then tends
to decrease, that is the AVA)=deformation curve has maximum, The location and
size of the maximum also depend on the crystallographic orientation, in the same way
as in the case of the attenmuation change.

The increase in velocity as well as attenuation in the early stages of deform-
ation can be explained on the basis of the dislocation damping treatment given by
Granato and Lucke, if the loop lengths of the dislocations, before the deformation,

are larger than 3.2 x 10~%cm, taking the demping constant B equal to 5 x 10-% .



11, Ultrasonic Attemuation and Velocity Data on Sodium Chloride Single Crystals
as a Function of Deformation and Orientation.

In the course of the study of dislocation pinning and unpinning that occurs
during deformation and during recovery after deformation,it has become apparent that
any property of the solid related to dislocation changes is worth investigating because
there are a sufficiently large number of variables so that really definitive experiments
require several kinds of measurements. It is for this reason that we have been convinced
that it is desirable to compare the deformation of metallic crystals (aluminum) with
the deformation of ionic crystals.. Ionic crystals exhibit large changes in electrical
conductivity during deformation. This increase in conductivity disappears in about
twenty minutes at room jemperatures The point defects are assumed to be associated
with both conductivity changes and dislocation pinning hence damping changes. Since a
dislocation acts as a source of point defects during deformation and as a sink for
point defects during recovery it is certainly worthwhile to examine the connection
between the concentration of point defects, as shown by conductivity measurements, and
deformation as compared with attemuation and velocity changes,

In addition to conductivity changes there is a "charge effect® in the deformed
sodium chloride in which there appears to be a charge associated with dislccations,
When the dislocations move the charge effect can be observed at the surface of the

sample,

In the deformation experiments carried out in our laboratory the specimens were
in the form of rods 3/4 inch in diameter and 4 1/2 inches long (Harshaw Chemical Co.)e
The orientation of the samples was such that their axis coincided with a {100) direction
of the crystal. The surfaces of the rod specimen were polished with water for the pur-
pose of inhibiting the formation of cracks during deformation.

The specimens were mounted in grips of the Instron Tensile testing machine, and
the measurement of attenuation atid velocity was carried out in the same way as with the
aluminum samples except that with NaCl the sample was glued into the grips with Stycast
2651 (Emerson and Cummings, Inc.). The reason for the difference in the epoxy resins
was simply that NaCl could be taken out of the grips by disolving the sample and this
could not be done with aluminum hence with the aluminum samples the glue haa to have a
solvent and with NaCl it did not. Stycast is stronger than the resin used for alumimm
but Stycast has no solvent, With NaCl the transducer used was one half inch in diameter.

The results of the deformation of sodium chloride are shown in what follows.
Figure (17) shows the dependence of stress, attenuation change, and fractional velocity
change on strain for 10 mc/sec compressional waves.

The attenuation and velocity results are quite similar in form to those obtain-
ed with aluminum single crystals. The attenuation increases with strain av the velocity
change has a maximm at about 0.1% strain although the actual change in AV/Y from
zero strain to 0,14 strain is much smaller than it is in alumimm,



Recovery experiments have been carried out where the load remains on and where
the load has been removed. Attenuation and velocity measured 28 a function of time
with and without load are shown in Figure ;17). Recovery with the "load on"
was measured with constant strain at 0.565% (curve A), Curve B is that for the frac-
tional velocity change during recovery at constant strain (with load). Curves C and D
are those for attemation change and fractional velocity change, respectively, under no
load,

The genaral form of the attemation recovery, with or without load, is similar
to that of the alumimm single crystals, On the other hand there are marked differences
between the two types of velocity behavior for almmimm and sodium chloride. As seen
in Figure (17) (curve D) the velocity initially does not change whereas in curve B there
is a sharp drop followed by an increase approximately back to the starting point,.

Neither of these two types of recovery behavior has been found in alumimme. The recovery
behavior in sodium chloride appears at present to be very different from that observed
in aluminum,

Following recovery, that is seventy two hours later, the sodium chloride sample,
for which the recovery has been shown, was feloaded until it broke at 1.39% strain.
The stress-strain curve and the attenuation-strain curve are shown in Figure (18). The
attenuation contimued to increase with strain and without sign of a maximum until frac-
ture occurred,

This work on sodium chloride has been started recently and relatively little
data is available thus far. It is intended that measurements of conductivity and
surface charge will be made as well as attemuation-strain and velocity strain measure-
ments.

10



III, Discussion of Preparations For Stress Cycling Single Crystals

Preparations for cyclic fatigue tests of single crystals of aluminum have pro-
gressed, This work has involved necessary changes in the cycling mechanism which
consists of a servomechanism controlled universal testing machine and a programming
devicé. A new load cell of the necessary low capacity for these t#sts has been installed
and the required changes in circuitry made. A suitable amplifier and extensometers
have alego been provided to permit stress-strain recording. Three different avenuss of
approach have been under exploration for providing the desired triangular shaped cyclic
load pattern in order to produce a more accurate loading cycle than previously achiev-
eds There are problems of linearity and response rate, especially at the abrupt re-
versal in loading rate, with each of the three methods., None of these has been found
to be entirely satisfactory.

The three methods are:
1. A mechanically cycled elastic member containing resistance gages to provide
the required modulated cycle for programming the machine.

2. A clock motor-driven, contimuously-rotating potentiometer with associated
electronics.
3e A commercially available electronic function generator,

Provision of suitable grips to hold the single crystal specimen in the testing
machine without introducing undesired bending or clamping stresses is a different
problem. The first design of these grips has proven to be unsatisfactory, and a second
design incorporating features which will permit better adjustment of alignment has been
prepared.

As this report is written the equipment in question is very nearly ready to
try out on cycling a single crystal of aluminum,



IV, Description of Automatic Recording Velocity Measurement System

An automatic recording velocity measurement unit has been developed and while
a woricing model of the full unit is not yet in operation, variocus component sections
of the unit have been tested. This unit will make it possible to record changes in
round trip time of ultrasonic echoes. The unit has been planned to be practically
insenditive to changes in repetition rate, pulsed oscillator jitter, pu};o amplitude
and rise time, and to changes in sample atteruation., One nanosecond (10~?) changes in
round trip time may be observed with a pro 810 accuracy of + 56, It is expected
that changes in time of 0.1 nanosscond (10-!Y) will be observabtle. Expected accuracy
for the measurement of 10 nanoseconds or greater is + 18, It is planned to make patent
application for this device,
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